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Lighting  Control

Factory Modifications

Discount Schedule AC-10 (CMKT)

SELECTION

Factory installed modifications as listed
on this and the following pages are
available for all low voltage (600V AC
maximum) lighting and heating
contactors listed in this catalog. Prices
shown are additions to standard
equipment prices as listed in the catalog
and are not to be used as separate selling

prices. All modifications will consist of
Siemens standard components as
available. Any specified special
components other than Siemens
components or modifications not listed in
these pages, must be referred to the
factory with complete description for
special pricing as required. Standard

equipment dimensions and enclosure
construction may not apply when certain
modifications and special features are
added. Consult the factory with complete
description when accurate dimensions
are required.

Used On Contactor Size/Price $

Catalog NEMA Standard Combo

No Enclosure Elect. Mech. Elect. Mech. 20 30 60 100 200 300 400
Modification Description Suffix � Type Held Latched Held Latched Amp Amp Amp Amp Amp Amp Amp

Pilot Devices
“On-Off” (Momentary Contact) pushbutton A1 All x x 141. 141. 141. 141. 141. 141. 141.
“On-Off” pushbutton (with holding circuit contact) A2 All x x 141. 141. 141. 141. 141. 141. 141.
“Hand-Off-Auto” selector switch� C All x x 480. 447. 447. 447. 447. 447. 447.
“Hand-Off-Auto” selector switch key operated�� C1 All x x 513. 474. 474. 474. 474. 474. 474.
“Hand-Off-Auto” selector switch C All x x 141. 141. 141. 141. 141. 141. 141.
“Hand-Off-Auto” selector switch key operated� C1 All x x 168. 168. 168. 168. 168. 168. 168.
“On-Off” selector switch D1 All x x x x 141. 141. 141. 141. 141. 141. 141.
“On-Off” selector switch key operated� D2 All x x x x 168. 168. 168. 168. 168. 168. 168.
24 hour time clock (120 & 277V only)� All x x x x 504. 504. 504. 504. 504. 504. 504.
24 hour time clock with day omission�� All x x x x 504. 504. 504. 504. 504. 504. 504.

(120 & 277V only) .
7 day time clock (120 & 277V only)� All x x x x 576. 576. 576. 576. 576. 576. 576.
Red “On” pilot light�� G All x x x x 141. 141. 141. 141. 141. 141. 141.
Red “On” push to test pilot light�� All x x x x 183. 183. 183. 183. 183. 183. 183.
Green “Off” push to test pilot light with auxiliary contact L1 All x x x x 249. 249. 249. 249. 249. 249. 249.
Green “Off” pilot light with auxiliary contact H All x x x x 207. 207. 207. 207. 207. 207. 207.
Extra Auxiliary Contacts (1NO + 1NC) Each Block A11 All x x x x 66. 66. 66. 66. 66. 66. 66.

Relays�

Control relay 2NO & 2NC S0 All x x x x 306. 306. 306. 306. 306. 306. 306.
Control relay 4NO S1 All x x x x 306. 306. 306. 306. 306. 306. 306
2 wire interface relay for mechanically held contactor 2W All x x NA 306. 306. 306. 306. 306. 306.

Solid State Control modules for
20 amp CLM Contactors only

2 wire control module accessory 47 2W All x x 339. — — — — — —
3 wire control module accessory 48 3W All x x 366. — — — — — —
Start/stop control module accessory 49 A3 All x x 387. — — — — — —

1 Control Circuit Fuse Block	 R0 All x x x x 66. 66. 66. 66. 66. 66. 66.
2 Control Circuit Fuse Block	 R1 All x x x x 132. 132. 132. 132. 132. 132. 132.
Multiple Contactors in Common Enclosure
 x x 	 	 	 	 	 	 	

�Modifications not covered by a catalog number suffix
should be ordered by description.

�Includes the addition of a control relay on the 30–400
amp CLM contactors or the solid state control module
(accessory 47) on the CLM 20 amp contactors.

�Key removal in “off” position only.
�May require larger enclosure.

�Pilot lights are not available for 277 volts. Add
appropriate control transformer modification and price
adder.

�Red pilot lights used on CLM contactors require the
addition of an auxiliary contact. Add the contact
modification and price adder.

�Relays and timers will be supplied mounted but un-
wired unless wiring diagram is supplied with order.

	Does not include fuses. Use midget non-rejection 
type fuses.


To price, multiply the single enclosed contactor price
by the number of contactors required.
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Lighting  Control

Factory Modifications
SELECTION

Discount Schedule AC-10 (CMKT)

Used On Contactor Size/Price $

Catalog No Suffix NEMA Standard Combo 400
24 Volt� 120 Volt Enclosure Elect. Mech. Elect. Mech. 20 30 60 100 200 300

Modification Description Secondary Secondary Type� Held Latched Held Latched Amp Amp Amp Amp Amp Amp

208 volt primary 0G 0H All x x x x 162. 162. 228. 336. 408. 462.
277 volt primary 02 03 All x x x x 162. 162. 228. 336. 408. 462.
240 volt primary 04 07 All x x x x 162. 162. 228. 336. 408. 462.
480 volt primary 05 08 All x x x x 162. 162. 228. 336. 408. 462.
575 volt primary 06 09 All x x x x 162. 162. 228. 336. 408. 462.

�Lighting contactors in NEMA 1 non-combination
enclosure with a control transformer are supplied 
in oversized enclosures. Extra capacity control
transformer may require oversize enclosure.

�24 volt is not available on 20, 300 and 400 amp CLM
mechanically held contactors. 24 volt control is
available on CLM 20 with solid state control module. 24
volt is not available on 200–400 amp CLH
electrically held contactors.

�The standard control transformer supplied for
contactors sizes 20 to 60 amps will be rated 45 VA 
and have the appropriate secondary fuse. Primary
fuses will not be supplied as standard. For primary
fuse option select appropriate suffix from table.
According to N.E.C. 430-72, 450-3, and UL 508,
section 32, primary fuses are not required for
control transformers rated less than 50 VA that
are inherently protected.

Control Transformer—Standard Capacity With 1 Secondary Fuse��

Control Transformer—Standard Capacity With 2 Primary, and 1 Secondary Fuse

Used On Contactor Size/Price $

Catalog No Suffix NEMA Standard Combo 400
24 Volt� 120 Volt Enclosure Elect. Mech. Elect. Mech. 20 30 60 100 200 300

Modification Description Secondary Secondary Type� Held Latched Held Latched Amp Amp Amp Amp Amp Amp

208 volt primary GP HP All x x x x 294. 294. 360. 468. 540. 594.
277 volt primary 2P 3P All x x x x 294. 294. 360. 468. 540. 594.
240 volt primary 4P 7P All x x x x 294. 294. 360. 468. 540. 594.
480 volt primary 5P 8P All x x x x 294. 294. 360. 468. 540. 594.
575 volt primary 6P 9P All x x x x 294. 294. 360. 468. 540. 594.

Control Transformer—50VA Extra Capacity With 2 Primary, and 1 Secondary Fuse

Used On Contactor Size/Price $

Catalog No Suffix NEMA Standard Combo 400
24 Volt� 120 Volt Enclosure Elect. Mech. Elect. Mech. 20 30 60 100 200 300

Modification Description Secondary Secondary Type� Held Latched Held Latched Amp Amp Amp Amp Amp Amp

208 volt primary GPJ HPJ All x x x x 420. 420. 504. 600. 660. 720.
277 volt primary 2PJ 3PJ All x x x x 420. 420. 504. 600. 660. 720.
240 volt primary 4PJ 7PJ All x x x x 420. 420. 504. 600. 660. 720.
480 volt primary 5PJ 8PJ All x x x x 420. 420. 504. 600. 660. 720.
575 volt primary 6PJ 9PJ All x x x x 420. 420. 504. 600. 660. 720.

Control Transformer—100VA Extra Capacity With 2 Primary, and 1 Secondary Fuse

Used On Contactor Size/Price $

Catalog No Suffix NEMA Standard Combo 400
24 Volt� 120 Volt Enclosure Elect. Mech. Elect. Mech. 20 30 60 100 200 300

Modification Description Secondary Secondary Type� Held Latched Held Latched Amp Amp Amp Amp Amp Amp

208 volt primary GPV HPV All x x x x 420. 420. 504. 600. 660. 720.
277 volt primary 2PV 3PV All x x x x 420. 420. 504. 600. 660. 720.
240 volt primary 4PV 7PV All x x x x 420. 420. 504. 600. 660. 720.
480 volt primary 5PV 8PV All x x x x 420. 420. 504. 600. 660. 720.
575 volt primary 6PV 9PV All x x x x 420. 420. 504. 600. 660. 720.

Control Transformer—150VA Extra Capacity With 2 Primary, and 1 Secondary Fuse
Used On Contactor Size/Price $

Catalog No Suffix NEMA Standard Combo 400
24 Volt� 120 Volt Enclosure Elect. Mech. Elect. Mech. 20 30 60 100 200 300

Modification Description Secondary Secondary Type� Held Latched Held Latched Amp Amp Amp Amp Amp Amp

208 volt primary GPK HPK All x x x x 522. 522. 618. 714. 774. 774.
277 volt primary 2PK 3PK All x x x x 522. 522. 618. 714. 774. 774.
240 volt primary 4PK 7PK All x x x x 522. 522. 618. 714. 774. 774.
480 volt primary 5PK 8PK All x x x x 522. 522. 618. 714. 774. 774.
575 volt primary 6PK 9PK All x x x x 522. 522. 618. 714. 774. 774.

Control Transformer with Non-Standard Primary or Secondary Voltage
Used On Contactor Size/Price Adder $

Order by Description NEMA Standard Combo 400
Primary Secondary Enclosure Elect. Mech. Elect. Mech. 20 30 60 100 200 300

Modification Description Voltage Voltage Type� Held Latched Held Latched Amp Amp Amp Amp Amp Amp

Price Adder $ — — All x x x x 30. 30. 30. 30. 30. 30.


